EUG-192DxxxDT Rev. C 192w Class 2
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EUG-192DxxxDT 192W &\ 90-305Vac
@ ®) |120vac|220vac
90~305Vac/
70-1050mA | 700 157-250vde |48-137Vde| 192W [92.0%| 0.99 | 0.96 |EUG-192D105DT
175-2650mA 100 mA 90~-305Vac/ 18~54Vdc | 192W |91.0%| 0.99 0.96 |[EUG-192D265DT®
127~250Vdc
90~305Vac/
_2000m - . @
265-400 2800 mA 127~250Vdc 12~36Vdc | 192W |91.0%| 0.99 0.96 |EUG-192D400DT
UL, FCC 100-277Vac 127-250Vdc; 100-240Vac 127-250Vdc KS

1
2
3 220Vac “ "
4 Class 2 & SELV
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EUG-192DxxxDT Rev. C 192w Class 2

@120Vac

EUG-192D105DT
lo= 700mA 87.0% 89.0% -
0=1050mA 86.5% 88.5% - .

EUG-192D265DT 100% 25
10=1750mA 86.0% 88.0% - 2%
l10=2650mA 85.0% 87.0% -

EUG-192D400DT
10=2650mA 86.0% 88.0% -
10=4000mA 84.0% 86.0% -

@220Vac

EUG-192D105DT
lo= 700mA 90.0% 92.0% -
10=1050mA 89.5% 91.5% -

EUG-192D265DT 100% 25°
l0=1750mA 89.0% 91.0% - 0%
10=2650mA 88.0% 90.0% -

EUG-192D400DT
l10=2650mA 89.0% 91.0% <
10=4000mA 87.0% 89.0% -

@277Vac

EUG-192D105DT
lo= 700mA 90.0% 92.0% -
10=1050mA 90.0% 92.0% -

EUG-192D265DT 100% 25°
l0=1750mA 89.5% 915% - 0%
l10=2650mA 89.0% 91.0% -

EUG-192D400DT
10=2650mA 89.0% 91.0% -
10=4000mA 87.5% 89.5% -

267,000 220Vac, 25 ,80% (MIL-HDBK-
i Hours - 217F)
93,000 220Vac 80% 70
} Hours )
-40°C - +90°C
7
-40°C - +75°C
: 10%RH to 95%RH
-40°C - +85°C : 596RH to 95%RH
(LxWxH) 10.00 x 3.15 x 1.66 11.07 x 3.15 x 1.66
(LW H) 254 = 80 x 42 281 x 80 x 42
- 1750 g )
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EUG-192DxxxDT Rev. C 192W Class 2

0—-5Vv/0~10V -20V - 20V

0~-5Vv/0~-10V 200 pA 300 pA 450 pA vdim(+) =0V
EUG-192D105DT 700 mA < loset< 1050 mA
EUG-192D265DT 10%loset - loset 1750 mA < loset < 2650 mA
EUG-192D400DT 2650 mA < loset< 4000'mA
EUG-192D105DT 70 mA 70 mA < loset 7000mA
EUG-192D265DT 175 mA - loset 175 mA < loset 41750 mA
EUG-192D400DT 265 mA 265 mA < losetd 2650 mA

0-5v ov - 5V 0-5v PG

0-10V ov - Vv 0-10V

PWM 3V - 0V

PWM -0.3V - 0.6V

PWM PC
PWM 200 Hz - 2 KHz
PWM 1% - 99%

UL/CUL UL87504UL1310,,€AN/CSA-C22.2 No. 250.13, CAN/CSA-C22.2 No. 223-M91
CE EN 61347-1, EN 61347-2-13
KS KS C 7655
EMI
EN 55015® Conducted emission Test &Radiated emission Test
EN 61000-3-2 Harmonic current emissions
EN'61000-3-3 Voltage Fluctuations & Flicker
ANSI C63.4 Class B
FCC Palf 150 This devi_c_e complies_ with _Part 15 of the FCC Rules.'Operation is subject tc_) the f_ollowing
two conditions: [1] this device may not cause harmful interference, and [2] this device must
accept any interference received, including interference that may cause undesired
Operation.
EMS
EN 61000-4-2 Electrostatic Discharge(ESD): 8kV air discharge, 4kV contact discharge
EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS
EN 61000-4-4 Electrical Fast Transient/Burst-EFT
EN 61000-4-5 Surge Immunity Test: AC Power Line: Differential Mode 6 kV, Common Mode 10 kvV®
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EUG-192DxxxDT Rev. C 192w Class 2

EMS
EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS
EN 61000-4-8 Power Frequency Magnetic Field Test
EN 61000-4-11 Voltage Dips
EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equi
(1) EMI ( ) |
2 , / ( ).

( IEC 60598-1-10.2)

| 108vac, 100% load ]

150 180 210 240 270 300 330

BMABE(V)
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EUG-192DxxxDT Rev. C 192w Class 2

EUG-192D105DT(Io=700mA) G-192D105DT(10=1050mA)
WE vs. BHBE
95% : . \

EUG-192D 0=1750mA) EUG-192D265DT(lo=2650mA)

7114
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https://cn.inventronics-co.com/product_info/201.html

EUG-192DxxxDT Rev. C 192w Class 2

RoHS

RoHS 2011/65/EU EU 2015/863
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